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Maschinenbau GmbH

Binderberger

Located in St. Georgen (Austria), we design and manufac-
ture high-quality machines and devices for wood harves-
ting and processing.

Experience and close contact with wood processing com-
panies, farmers and forestry has for almost three deca-
des been the major source for developing and extending 
our extremely efficient range of products.

Based on their high product quality, Binderberger machi-
nes are stronger, more stable and more durable under 
rough everyday application than any competitors’ ma-
chine.

Our products do not just pay off in economic terms, they 
also represent an important contribution to sustainable 
forestry and they support the future of our customers, 
our partners and our employees.

Experienced engineers and mechanics apply their know-
ledge and their practical experience for optimizing the 
work processes in forestry with innovative products. All 
components and elements are developed in regard to 
procedural, economic and ergonomic aspects, and inte-
grated in a perfectly balanced overall concept. All com-
ponents are manufactured from best-quality materials 
only, in order to withstand the tough work strains per-
manently.

Our large scope of production machine tools enables us 
to manufacture most of our production in-plant, which 
again supports the flexibility and dynamic development 
of our company. This way we are capable of implemen-
ting new ideas and customer requests rapidly. Our unri-
valed clout gives us the leadership in a dynamic market 
environment. Ranging from timber trailers and log grip-
pers to circular saws, splitters and conveyor belts, we of-
fer a comprehensive, high-quality and high performance 
range of products for wood processing.

Pure Quality. Made in Austria.
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TILTING CIRCULAR SAW

Type WS 700 Z WS 700 E WS 700 EZ WSK 700 E

Empty weight 165 kg 155 kg 235 kg 205 kg

Saw blade Ø 70 cm 70 cm 70 cm 70 cm

Max cut Ø 24 cm 24 cm 24 cm 24 cm

Max. log length 1 m 1 m 1 m 1 m

Transport 3-point adapter trolley 3-point adapter / trolley trolley

Drive type 30 kW tractor e-motor 5,5 kW e-motor  5,5 kW
30 kW tractor

e-motor 5,5 kW

Img: WS 700 Z
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WHEELED TABLE CIRCULAR SAWTABLE TILTING CIRCULAR SAW

Type TWS 700 Z TWS 700 E TWS 700 EZ TWSK 700 E

Empty weight 295 kg 215 320 355

Saw blade Ø 70 cm 70 cm 70 cm 70 cm

Max. cut Ø 24 cm 24 cm 24 cm 24 cm

Max. log length 1 m 1 m 1 m 1 m

Transport 3-point adapter trolley 3-point adapter / trolley trolley

Drive type 30 kW tractor e-motor 5,5 kW e-motor 5,5 kW 
30 kW tractor

e-motor 5,5 kW
V-belt

Type RT Z RT E

Empty weight 190 kg 180 kg

Saw blade Ø 70 cm 70 cm

Max. cut Ø 24 cm 24 cm

Max. log length 1 m 1 m

Transport 3-point adapter / trolley trolley

Drive type 30 kW tractor e-motor 5,5 kW

Img. RT EImg. TWS 700 E
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WS700FB

Type WS 700 Z FB eco WS 700 E FB eco WS 700 EZ FB eco

Empty weight 531 kg 568 kg 725 kg

Saw blade Ø 70 cm 70 cm 70 cm

Max. cut Ø 24 cm 24 cm 24 cm

Max. log length 1 m 1 m 1 m

Transport 3-point adapter 3-point adapter 3-point adapter

Hydraulic supply tractor integrated integrated

Drive type 30 kW tractor e-motor 5,5 KW e-motor 5,5 kW / 30 kW tractor 

       WSFB eco with MANUAL or HYDRAULIC ROCKER ACTUATION WSFB pro with MANUAL OR HYDRAULIC  ROCKER ACTUATION

Triple V-belt Length stop

RECOMMENDATION: 
For best cutting performance we 
recommend the hydraulic rocker 

with hydraulic self-supply!

Img. WS 700 Z FB eco
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WS700FB

Type WS 700 Z FB pro WS 700 E FB pro WS 700 EZ FB pro

Empty weight 581 kg 623 kg 750 kg

Saw blade Ø 70 cm 70 cm 70 cm

Max. cut Ø 24 cm 24 cm 24 cm

Max. log length 1 m 1 m 1 m

Transport 3-point adapter 3-point adapter 3-point adapter

Hydraulic supply integrated integrated integrated

Drive type 30 kW tractor e-motor 5,5 kW e-motor 5,5 kW / 30 kW 
tractor 

WSFB pro with MANUAL OR HYDRAULIC  ROCKER ACTUATION

35° inclination of the saw 

The inclination of about 35°

provides an automatic and

gravity related wood supply

NEW! 
EVEN MORE COMFORT

●  with hydraulic rocker actuation

●  with manual rocker actuation
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Img. WS 700 Z FB pro
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ROT    MATIC
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Type ROTOMATIC Z ROTOMATIC EZ

Empty weight 1.050 kg 1.200 kg

Saw blade Ø 70 cm 70 cm

Max. cut Ø 16 cm 16 cm

Max. log length 1 m 1 m

Transport 3-point adapter/chassis 3-point adapter/chassis

Hydraulic supply integrated integrated

Drive type 30 kW tractor e-motor 9,2 kW 32 A / 380 V
30 kW tractor

Optional equipment

Drive shaft, hour meter for Z drive, chassis

Img. Rotomatic Z
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NEW
4.6 m  conveyor

            Serial equipment:  
            Hydraulic telescopic structure 
       Hydraulic height adjustment
   Hydraulic conveyor belt tensioning
Working speed adjustment

Fallback prevention on conveyor belt

Drum with 4 entries

Stepless cutting speed
and drum speed

adjustment
up to 52 cm

- Max. 60 cuts / min
- Stepless cutting length setting
- Drum drive by hydraulic motor
- Compact, robust design

Max. diameters:Round timber Ø 16 cmLogs Ø 24 cm

Feeding height
1 m

Ejection height at 45° 
(4.6 m conveyor): 

3.50 m
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Type Scalping blade CV 700 CV Hannibal HM 700 HM 700 nail proof

Material Chrome steel Chrome steel Chrome steel Hardened metal Hardened metal
nail proof

Number of teeth 4 scalping blades 56 8 x 5 42 84

Saw blade Ø 60 cm 70 cm 70 cm 70 cm 70 cm

Hole Ø 30 mm 30 mm 30 mm 30 mm 30 mm

Type HM Pro HM Roto

Material Hardened metal Hardened metal

Number of teeth 84 120

Saw blade Ø 70 cm 70 cm

Hole Ø 30 mm 30 mm
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CONVEYOR

Type Conveyor 4,5 m eco Conveyor S 4,5 m eco

Empty weight 330 kg 325 kg

Conveying length 4,5 m 4,5 m

Conveying height 3,7 m 3,7 m

Conveyor belt width 25 cm 25 cm

Drive type e-motor 0,75 kW / 380 V 30 kW tractor / hydraulic

Type FB E 4,5 m pro FB S 4,5 m pro FB E 7 m pro FB S 7 m pro

Empty weight 390 kg 385 kg 800 kg 800 kg

Conveying length 4,5 m 4,5 m 7 m 7 m

Conveying heigth 3,2 m 3,2 m 5,1 m 5,1 m

Conveyor belt width 40 cm 40 cm 40 cm 40 cm

Drive type e-motor 0,75 kW / 
380 V tractor e-motor 0.75 kW / 

380 V tractor

foldable

conveyor belt width: 25 cm

fixed length

conveyor belt width: 40 cm

manual or hydraulic height adjustment

11
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H6

Type H6 E H8 E H8 EZ H8 kombi Z H8 kombi E

Empty weight 145 kg 230 kg 240 kg 245 kg 245 kg

Max. splitting length 55 cm 55 cm 55 cm 55 / 110 cm 55 / 110 cm

Splitting force 6 t 8 t 8 t 8 t 8 t

Splitting speed 7 cm/sec 7  cm/sec 7 / 11 cm/sec 11 cm/sec 7 cm/sec

Return speed 31 cm/sec 39 cm/sec 39 / 60 cm/sec 60 cm/sec 39 cm/sec

Drive type e-motor 
4 kW / 380 V

e-motor
4 kW / 380 V

e-motor 4 kW / 380 
V, 20 kW tractor

20 kW tractor e-motor 
4 kW / 380 V

Img.H6 E Img. H8 E 

H8 KOMBI
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H8 KOMBI SP8

H8 kombi EZ SP8 Z SP8 E SP8 EZ

260 kg 215 kg 215 kg 225 kg

55 / 110 cm 55 cm 55 cm 55 cm

8 t 8 t 8 t 8 t

7 / 11 cm/sec 11 cm /sec 9 cm/sec 9/11 cm/sec

39 / 60 cm/sec 60 cm/sec 13 cm/sec 13/17 cm/sec

e-motor 4 kW / 380 V
20 kW tractor

20 kW tractor  e-motor 4 kW / 380 V e-motor 4 kW / 380 V 
20 kW tractor

Img. H8 E Img. H8K B Img. SP8 E

SP 8
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       Standard equipment
1. Standard two-hand control

2. Patented turntable

3. Hydr. adjustable moving length of splitting knife

4. Adjustable 3-point adapter

 y Two stable, galvanized collector bars

 y Hydraulic cylinder can be retracted 

downwards (transport position)

 y Massive, galvanized steel components

H12 - H33
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Type H12 Z  eco  H20 Z  eco  H27 Z  eco H33 Z  eco 

Empty weight 320 kg 550 kg 600 kg 620 kg

Max. splitting length 115 cm 115 cm 115 cm 115 cm

Splitting force 12 t 20 t 27 t 27 t

Splitting speed 1 19 cm/sec 15 cm/sec 11 cm/sec 11 cm/sec

Splitting speed 2 41 cm/sec 27 cm/sec 17 cm/sec 17 cm/sec

Return speed 37 cm/sec 34 cm/sec 30 cm/sec 30 cm/sec

Drive type 20 kW tractor 30 kW tractor 30 kW tractor 30 kW tractor

Img.H12 eco Img.H20 superspeed
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                            1     2                          3                   4       

       Standard equipment
1. Standard two-hand control

2. Patented turntable

3. Hydr. adjustable moving length of splitting knife

4. Adjustable 3-point adapter

 y Two stable, galvanized collector bars

 y Hydraulic cylinder can be retracted 

downwards (transport position)

 y Massive, galvanized steel components

H12 - H33 super SPEED

H27 Z superspeed H27 E superspeed H27 EZ superspeed H33 Z superspeed H33 E superspeed H33 EZ superspeed

600 kg 665 kg 650 kg 620 kg 670 kg 685 kg

115 cm 115 cm 115 cm 115 cm 115 cm 115 cm

27 t 27 t 27 t 33 t 33 t 33 t

16 cm/sec 11 cm/sec 11/16 cm/sec 16 cm/sec 11 cm/sec 11/16 cm/sec

24 cm/sec 17 cm/sec 17/24 cm/sec 24 cm/sec 17 cm/sec 17/24 cm/sec

43 cm/sec 31 cm/sec 31/43 cm/sec 43 cm/sec 31 cm/sec 31/43 cm/sec

30 kW tractor e-motor 9,2 kW
380 V / 32 A 

e-motor 9,2 kW
380 V / 32 A
30 kW tractor

30-40 kW tractor e-motor 9,2 kW
380 V / 32 A

e-motor 9,2 kW
380 V / 32 A
30-40 kW tractor

H12 Z superspeed H12 E superspeed H12 EZ superspeed

330 kg 340 kg 370 kg

115 cm 115 cm 115 cm

12 t 12 t 12 t

25 cm/sec 15 cm/sec 15/25 cm/sec

53 cm/sec 33 cm/sec 33/53 cm/sec

48 cm/sec 29 cm/sec 29/48 cm/sec

20 kW tractor e-motor 5,5 kW /
380 V

e-motor 5,5 kW
380 V 
20 kW tractor

H20 Z superspeed H20 E superspeed H20 EZ superspeed 

550 kg 530 kg 615 kg

115 cm 115 cm 115 cm

20 t 20 t 20 t

22 cm/sec 11 cm/sec 11/22 cm/sec

39 cm/sec 20 cm/sec 20/39 cm/sec

51 cm/sec 26 cm/sec 26/51 cm/sec

30 kW tractor e-motor 5,5 kW
380 V

e-motor 5,5 kW
380 V 
30 kW tractor

NEW

hydraulic clamping
and ejection

manual rotation function
Img.H27 superspeed
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Type 3-point bundling machine 1,0 rm 3-point bundling machine XL 1,4 rm

Empty weight 250 kg 260 kg

Transport 3-point adapter 3-point adapter

Rotation area 180 ° 180 °

Bundle diameter ø 120 cm ø 138 cm

Clamping / ejection hydraulic hydraulic

Drive type tractor hydraulics tractor hydraulics

manual rotation function

hydraulic clamping
and ejection

PR
O

D
U

CT
 V

IE
D

EO

16



HYDR. AUXILIARY BUNDLING MACHINE FOR H20, H27 

Type 3-point bundling machine 1,0 rm 3-point bundling machine XL 1,4 rm

Empty weight 250 kg 260 kg

Transport 3-point adapter 3-point adapter

Rotation area 180 ° 180 °

Bundle diameter ø 120 cm ø 138 cm

Clamping / ejection hydraulic hydraulic

Drive type tractor hydraulics tractor hydraulics

Type Attached bundler 1,0 rm Attached bundler XL 1,4 rm

Empty weight Splitter plus 150 kg Splitter plus 160 kg

Transport 3-point adapter 3-point adapter

Rotation area 180 ° 180 °

Bundle diameter ø 120 cm ø 138 cm

Clamping / ejection hydraulic hydraulic

Drive type from splitter / tractor from splitter / tractor
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Type GI20  Z superspeed GI20  E superspeed GI20  EZ superspeed

Empty weight 840 kg 840 kg 870 kg

Max. splitting length 125 cm 125 cm 125 cm

Splitting force 20 t 20 t 20 t

Splitting speed 1 22 cm/sec 11 cm/sec 11/22 cm/sec

Splitting speed 2 39 cm/sec 20 cm/sec 20/39 cm/sec

Return speed 51 cm/sec 26 cm/sec 26/51 cm/sec

Hydraulic tank capacity 48 l 48 l 48 l

Drive type 30 kW tractor e-motor 5,5 kW  
2,2 kW / 380 V

e-motor 5,5 kW + 2,2 kW / 380 V
30 kW tractor

Img. GI20 Z, 3-point adapter

hydraulic lifting basket

hand lever protection

Hardox splitting knife with
hydraulic height ajdustment

stable, galvanized support
framework and table

GIGANT 20 t GIGANT 20 t, welded 6-way splitting knife

chassis

18

all horizontal splitters
with optional cable winch
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GIGANT 27 GIGANT 40

GI27 Z superspeed GI27 E superspeed GI27 EZ superspeed GI33 Z superspeed GI33 E superspeed GI33 EZ superspeed

940 kg 940 kg 960 kg 960 kg 960 kg 980 kg

125 cm 125 cm 125 cm 125 cm 125 cm 125 cm

27 t 27 t 27 t 33 t 33 t 33 t

16 cm/sec 11 cm/sec 11/16 cm/sec 16 cm/sec 11 cm/sec 11/16 cm/sec

24 cm/sec 17 cm/sec 17/24 cm/sec 24 cm/sec 17 cm/sec 17/24 cm/sec

43 cm/sec 31 cm/sec 31/43 cm/sec 43 cm/sec 31 cm/sec 31/43 cm/sec

48 l 48 l 48 l 48 l 48 l 48 l

30 kW tractor e-motor 5,5 kW 
+ 2,2 kW / 380 V

e-motor 5,5 kW +
2,2 kW / 380 V
30 kW tractor

30-40 kW tractor e-motor 9,5 kW + 
2,2 kW / 380 V
32 A

e-motor 9,5 kW +
2,2 kW / 380 V 32 A
30-40 kW tractor 

GI40 Z GI40 E GI40 EZ GI40 D

1740 kg 1800 kg 1850 kg 2100 kg

125 cm 125 cm 125 cm 125 cm

40 t 40 t 40 t 40 t

22 cm/sec 12 cm/sec 12/22 cm/sec 19 cm/sec

11 cm/sec 6 cm/sec 6/11 cm/sec 6 cm/sec

34 cm/sec 8 cm/sec 8/34 cm/sec 29 cm/sec

78 l 78 l 78 l 78 l

40 kW tractor e-motor  9,5 kW 
+ 2,2 kW / 380 V
32 A

e-motor  9,5 kW  
2,2 kW  / 380 V 
32 A
40 kW tractor

34,2 kW Hatz 
Diesel motor

NEW

Img. GI27 Z
6-way splitt ing knife

Img. GI40 Z 
8-way splitt ing knife
optional chassis

hydraulic
double-cylinder
system

optional
8-fold splitting knife

hydraulic
lifting basket

chassis with
lighting system

cable winch

GIGANT 20 t, welded 6-way splitting knife GIGANT 40 t with cable winch
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Type GI 25 Z pro GI 25 E pro GI 25 EZ pro

Empty weight 1.710 kg 1.890 kg 1.930 kg

Max. splitting length 130 cm 130 cm 130 cm

Splitting force 25 / 13 t 25 / 13 t 25 / 13 t

Splitting speed 27 cm/sec 25 cm/sec 25/27 cm/sec

Return speed 25 cm/sec 23 cm/sec 23/25 cm/sec

Hydraulic tank capacity 155 l 155 l 155 l

Drive type 30 kW tractor e-motor 11 kW + 2,2 kW
380 V  32 A

e-motor 11 kW + 2,2 kW / 380 V 32 A
30 kW tractor 

WITHOUT IDLE STROKES
DOUBLE PERFORMANCE

20
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WITHOUT IDLE STROKES
PERFORMANCE
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Type BSP2800 eco

Weight 86 kg

Diameter 180 mm

Excavator class 1 - 3 t

Torque 2.840 Nm

Oil circulation 25 - 65 l/min

Max. pressure 240 bar

Adapter 2" HEX

MAKE YOUR EXCAVATOR 
EVEN MORE VERSATILE

Optional equipment
for BSP pro:

Rotating brushwood broom

MAXIMUM 
EFFICIENCY DUE TO 

MINIMUM
MAINTENANCE 

COSTS

22
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Type BSP2500 pro BSP3500 pro BSP3500 pro BSP5000 pro BSP7000 pro BSP12000 pro

Weight 130 kg 150 kg 160 kg 180 kg 190 kg 250 kg

Diameter 250 mm 250 mm 315 mm 315 mm 315 mm 315 mm

Excavator class 1,5 - 2,5 t 3 - 5 t 3 - 5 t 4,5 - 8 t 8 - 9 t 8 - 15 t

Torque 2.500 Nm 3.500 Nm 3.500 Nm 5.000 Nm 7.000 Nm 12.000 Nm

Oil circulation 27 - 65 l/min 40 - 75 l/min 40 - 75 l/min 50 - 95 l/min 60 - 135 l/min 60 - 170 l/min

Max. pressure 205 bar 240 bar 240 bar 240 bar 260 bar 240 bar

Adapter 2" HEX 75 mm 75 mm 75 mm 75 mm 75 mm

Individual attachment
by flange adapter

Strong cone
Professional design with 
planetary gear drive

Easy maintenance
Replaceable auger tips

Optimized cone geometry
Suitable for any log
length and diameter

Img.: optional equipment for BSP pro: Drilling augerImg.: BSP with EURO adapter
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Type SSP 440 Z joystick

Empty weight 1.600 kg

Splitting force 22 t

Log length up to 55 cm

Log diameter up to 44 cm

Cut diameter 48 cm

L x W x H 170 x 260 x 250 cm

Drive type 40 kW tractor

supply conveyor

fixed protection

chain saw
protection

movable guard
with locking device

plate for manual setting
of the log cutting length discharge conveyor

with angle adjustment

winch for extending
the discharge conveyor

Joystick for
machine control

Emergency stop push-
button and auxiliary 
control,
controls for adjusting 
the discharge conveyor

Img. SSP 440 Z• Very strong construction (1,600 kg)

• Log splitting power up to 22 tons 

• Large cutting diameter: 48 cm

• High-speed operation:                                              

 cutting and splitting processes  

      are among the fastest in the market

• Very flexible log length setting: from 20 cm  

 up to 55 cm (adjustable every 5 cm)

• High-quality chainsaw sword from  

 

• Flexible speed setting for the  

 discharge conveyor belt

• The conveyor can be swivelled             

      hydraulically to the left and right side

• The conveyor is made of robust rubber   

      material for long service life

• The knives can be changed without            

  moving any axles or unscrewing bolts,  

      just pulling them  off - no tools required

• Robust feeding conveyor belt with antislip 

 surface (suitable for rain, snow and ice)

• Easy control of all functions                           

  by user-friendly joystick 

• The large-diameter entry section                 

  also offers processing twisted logs

SAWING MACHINE
WITH LOG SPLITTER AND CONVEYOR 
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NEWSSP480 JOYSTICK

Type SSP 450 Z automatic SSP 450 E automatic SSP 450 D automatic

Weight (without conveyor, trestle) 2.000 kg 2.100 kg 3.300 kg

Log length 25 - 50 cm 25 - 50 cm 25 - 50 cm

Log diameter 10 - 45 cm 10 - 45 cm 10 - 45 cm

Splitting force 16 t 16 t 16 t

Cycles per minute
(depending on type of wood) 5 cycles 5 cycles 5 cycles

Control fully automatic fully automatic fully automatic

Drive type 45 kW tractor e-motor 22 kW 
9,0 kW / 380 V

34,2 kW Hatz Diesel Motor

discharge conveyor

attached feeder trestle

feeding conveyor

Img. SSP 450 Z
feeder extension 2 m

Img.: SSP 450
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Type SSP 520 E automatic pro SSP 520 D automatic pro

Empty weight 6.200 kg 7.500 kg

Log length 25 - 50 cm 25 - 50 cm

Log diameter 15 - 52 cm 15 - 52 cm

Splitting force 30 t 30 t

Cycles per minute
(depending on type of wood) 6 cycles 6 cycles

Control fully automatic fully automatic

Drive type e-motor 30 kW / 380 V 63 A 45,1 kW Hatz Diesel Motor

Img. SSP 520 D
extended drawbar with adapter

feeder trestle 2 m with attachment
discharge conveyor 4.6 m

cable winch

rigid feeder trestle

chassis
LS hydraulics

hydraulic telescopic
discharge conveyor

feeder trestle 
with hydraulic folding

hydraulic supply conveyor

electronic control 
by CAN-Bus PLC

6-way splitting knife

Img.: SSP 520

NEW
SSP 520 with

hydraulic 

2-part 
knives frame
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SSG RADIO CONTROL

Type SSG 750 Z RC SSG 750 D RC

Empty weight 4.400 kg 4.700 kg

Log length cutting: 100 cm
splitting: 125 cm

cutting : 100 cm
splitting: 125 cm

Log diameter cutting: 10 - 75 cm
splitting: 90 cm

cutting: 10 - 75 cm
splitting: 90 cm

Splitting force 40 t 40 t

L x W x H 720 x 250 x 270 cm 720 x 250 x 270 cm

Drive type 45 kW tractor Hatz diesel motor 34,2 kW

Img. SSG 750 Z

hydraulic telescopic
discharge conveyor

hydraulically
adjustable splitting knife

galvanized
stacking table

lighting 
system

hydraulic sawing device

feeder with
hydraulic folding

Remote control

lifting basket

Img.: SSG
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Type Packing machine Cleaning machine eco Cleaning machine pro Cleaning machine pro XL

e-motor  tractor

L x W x H max. 247 x 178 x 287 cm 235 x 172 cm 250 x 204 cm 495 x 204 cm 

Working height min/max 195 cm 195 cm 210 / 280 cm 200 / 230 cm 200 / 230 cm

Drive type 2,2 kW - e-motor / tractor e-motor / 2,4 kW 380 V e-motor / 2,4 kW 380 V

max. cleaning area - - 168 x 114 cm 195 x 100 cm 390 x 100 cm

Oil circulation 10 - 20 l/min - - -

Max. working pressure 180 bar - - -

Pallet dimension 120 x 80 cm - - -

Capacity 1,4 srm - - -

Weight 710 kg 620 kg - - -

1

10 rotating rollers

adjustable chute

adjustable height: 
210 to 280 cm

chip collection 
with Big Bags

247 cm 178 cm

28
7 

cm

pallet dimension
120 x 80 cm

capacity 1,4 srm

1

2

33

4

180 cm

1

2

2
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https://www.youtube.com/watch/YKVKJVHsmBI


(m)

                

4,5 QF 4.5 - 3

3,0 QF 3.0 - 3

4,5QF 4.5 - 4

3,0 QF 3.0 - 4

4,5 QF 4.5 - 5

3,0 QF 3.0 - 5

4,5 QF 4.5 - 6

3,0 QF 3.0 - 6

(m) (m) (m)

NEWCLEANING MACHINE CHAIN CROSS CONVEYOR

130 cm
400 cm

100 cm

3 chain tracks 4 chain tracks 5 chain tracks 6 chain tracks

180 cm
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Type RW 5 classic RW 7 classic RW 9 classic RW 12 classic RW 14 classic

Perm. total weight 5 t 7 t 9  t 12 t 14 t

Load capacity (without crane) 3,6 t 5,5 t 6,7 t 9,4 t 11 t

Empty weight (without crane) 1,4 t 1,5 t 2,3 t 2,6 t 3 t

Max. loading area cross section 1,5 m² 1,5 m² 2,1 m² 2,4 m² 2,4 m²

Max. loading capacity (extension extended/retracted) 5,4 m³ 5,4 m³ 7,8 m³ / 9,7 m³ 8,9 m³ / 11m³ 8,9 m³ / 11 m³ 

Loading area length (extension extended/retracted) 3,6 m 3,6 m 3,7 m / 4,6 m 3,7m / 4,6 m 3,7 m / 4,6 m

Standard equipment

Binderberger forest crane BK 5300 BK 5300 BK 6700 BK 7000 L BK 7000 L

A-shape support max. 280 cm wide max. 280 cm wide max. 295 cm wide max. 310 cm wide max. 310 cm wide

tractor hydraulics and mechanic 
joystick control with rotating function on pedestal on pedestal on pedestal on pedestal on pedestal

Drawbar rigid rigid low-level swivel drawbar low-level swivel drawbar low-level swivel drawbar

Pedestal on drawbar standard equipment standard equipment standard equipment standard equipment standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t

Rotator 3 t stub ø 49 mm 3 t stub ø 49 mm 3 t stub ø 49 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm

Grapple wood grapple 1200 wood grapple 1200 wood grapple 1200 wood grapple 1400 wood grapple 1400

Braking system hydr. brake for 2 wheels hydr. brake for 2 wheels hydr. brake for 2 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels

Bereifung 2 x 400/60-15,5 PR14 2 x 400/60-15,5 PR14 4x tyre 400/60-15,5 4x tyre  400/60-15,5 4x tyre 500/50-17

Mechanic rear extension (telescopic) 90 cm 90 cm 90 cm

Aluminium stakes 3 pairs (120 cm) 3 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm)

Conventional lighting system standard equipment standard equipment standard equipment standard equipment standard equipment

RW 5 RW 7
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Type RW 5 classic RW 7 classic RW 9 classic RW 12 classic RW 14 classic

Perm. total weight 5 t 7 t 9  t 12 t 14 t

Load capacity (without crane) 3,6 t 5,5 t 6,7 t 9,4 t 11 t

Empty weight (without crane) 1,4 t 1,5 t 2,3 t 2,6 t 3 t

Max. loading area cross section 1,5 m² 1,5 m² 2,1 m² 2,4 m² 2,4 m²

Max. loading capacity (extension extended/retracted) 5,4 m³ 5,4 m³ 7,8 m³ / 9,7 m³ 8,9 m³ / 11m³ 8,9 m³ / 11 m³ 

Loading area length (extension extended/retracted) 3,6 m 3,6 m 3,7 m / 4,6 m 3,7m / 4,6 m 3,7 m / 4,6 m

Standard equipment

Binderberger forest crane BK 5300 BK 5300 BK 6700 BK 7000 L BK 7000 L

A-shape support max. 280 cm wide max. 280 cm wide max. 295 cm wide max. 310 cm wide max. 310 cm wide

tractor hydraulics and mechanic 
joystick control with rotating function on pedestal on pedestal on pedestal on pedestal on pedestal

Drawbar rigid rigid low-level swivel drawbar low-level swivel drawbar low-level swivel drawbar

Pedestal on drawbar standard equipment standard equipment standard equipment standard equipment standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t

Rotator 3 t stub ø 49 mm 3 t stub ø 49 mm 3 t stub ø 49 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm

Grapple wood grapple 1200 wood grapple 1200 wood grapple 1200 wood grapple 1400 wood grapple 1400

Braking system hydr. brake for 2 wheels hydr. brake for 2 wheels hydr. brake for 2 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels

Bereifung 2 x 400/60-15,5 PR14 2 x 400/60-15,5 PR14 4x tyre 400/60-15,5 4x tyre  400/60-15,5 4x tyre 500/50-17

Mechanic rear extension (telescopic) 90 cm 90 cm 90 cm

Aluminium stakes 3 pairs (120 cm) 3 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm)

Conventional lighting system standard equipment standard equipment standard equipment standard equipment standard equipment

RW 9 RW 12 RW 14
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forest crane BK 7000 L

4 pairs of aluminium 
stakes

rotary
stakes

rigid housing for higher 
protection of hydraulic 
pump and pipework

tractor hydraulics and 
mechanic joystick control 
with rotation function

A-shape support

high-level hydrau-
lic swivel drawbar

hydraulic braking system 
for 1st axle and 2nd axle

mechanic telescopic rear extension
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Type RW 8 alpin RW 10 alpin RW 12 alpin

Perm. total weight 8 t 10 t 12 t

Load capacity (without crane) 5,7 t 7,6 t 9,5t

Empty weight (without crane) 2,3 t 2,4 t 2,5 t

Max. loading area cross section 2,1 m² 2,1 m² 2,1 m²

Max. loading capacity (extended / retracted) 7,8 m³ 7,8 m³ / 4,7 m³ 7,8 m³ / 10,3 m³

Loading area length (extended / retracted) 3,7 m 3,7 m / 4,6 m 3,7 m / 4,9 m

Standard equipment

Binderberger forest crane BK 5300 BK 6700 BK 7000 L

A-shape support max. 295 cm wide 295 cm wide 295 cm wide

Tractor hydraulics and mechanical 
joystick control with rotating function on pedestal on pedestal on pedestal

Drawbar rigid rigid low-level hydraulic
swivel drawbar 

Pedestal on drawbar standard equipment standard equipment standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t

Rotator 3 t stub ø 49 mm 3 t stub ø 49 mm 4,5 t stub ø 59 mm

Grapple wood grapple 1200 wood grapple 1200 wood grapple 1400

Braking system hydr. brake for 2 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels

Bereifung 4 x tyre 400/60-15,5 4 x tyre 400/60-15,5 4 x tyre 400/60-15,5

Mechanic rear extension (telescopic) 90 cm 120 cm

Aluminium stakes 3 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm)

Conventional lighting system standard equipment standard equipment standard equipment

low-level drawbar

Boogie axle

RW 8 RW 10 RW 12
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Type RW 14 alpin

Perm. total weight 14 t

Load capacity (without crane) 10,9 t

Empty weight (without crane) 3,1 t

Max. loading area cross section 2,4 m²

Max. loading capacity (extended / retracted) 8,9 m³ / 11 m³ 

Loading area length (extended / retracted) 3,7 m / 4,6 m

Standard equipment

Binderberger forest crane BK 7000 L

A-shape support max. 310 cm wide

Tractor hydraulics and mechanical 
joystick control with rotating function on pedestal

Drawbar swivel drawbar with height adjust-
ment every 5 cms (45 to 105 cm)

Pedestal on drawbar standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t

Rotator 4,5 t stub ø 59 mm

Grapple wood grapple 1400

Braking system hydr. brake for 4 wheels

Tyres (with inside hose) 4 x tyre 500/50-17

Mechanic rear extension (telescopic) 900 mm

Aluminium stakes 4 pairsr (120 cm)

Conventional lighting system standard equipment

low-level drawbar
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RW 16 RW 18 RW 21

RW 16 alpin RW 18 alpin RW 21 alpin

16 t 18 t 21 t

12,1 t 13,9 t 16,8 t

3,9 t 4,1 t 4,2 t

2,7 m² 2,7 m² 2,7 m²

11,1 m³ /  13,5 m³ 11,1 m³ / 14,3 m³ 12,4 m³ / 15,7 m³ 

4,1 m / 5 m 4,1 m / 5,3 m 4,6 m / 5,8 m

BK 8000 BK 8000 BK 8000

max. 330 cm wide max. 330 cm wide max. 330 cm wide

on pedestal on pedestal on pedestal

swivel drawbar with height 
adjustment every 5 cms 
(65 to 120 cm)

swivel drawbar with height 
adjustment every 5 cms 
(65 to 120 cm)

swivel drawbar with height
adjustment every 5 cms 
(65 to 120 cm)

standard equipment standard equipment standard equipment

ISO40 ø 40 mm 2,5 t ISO40 ø 40 mm 2,5 t Scharmüller K80

4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm

wood grapple 1400 wood grapple 1400 wood grapple 1400

dual circuit pneumatic brakes dual circuit pneumatic brakes dual circuit pneumatic brakes

4 x tyre 550/45-22,5 4 x tyre 550/45-22,5 4 x tyre 560/45-22,5

90 cm 120 cm 120 cm

5 pairs (120 cm) 5 pairs (120 cm) 5 pairs (120 cm)

standard equipment standard equipment standard equipment

protected brake cylinder

rotating stubs with position fixing
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telematic

Type RW 8 telematic RW 10 telematic RW 12 telematic RW 14 telematic RW 16 telematic RW 18 telematic RW 21 telematic

Perm. total weight 8 t 10 t 12 t 14 t 16  t 18 t 21 t

Load capacity (without crane) 5,4 t 7,3 t 9,1 t 10,8 t 12.4 t 13,9 t 16,8 t

Empty weight (without crane) 2,6 t 2,7 t 2,9 t 3,2 t 3,6 t 4,1 t 4,2 t

Max. loading area cross section 2,1 m² 2,1 m² 2,4 m² 2,4 m² 2,7 m² 2,7 m² 2,7 m²

Max. load capacity (extended / retracted) 6,9 m³ / 9,8 m³ 6,9 m³ / 10,7 m³ 8,1 m³ / 12,5 m³ 8,1 m³ / 12,5 m³ 9,7 m³ / 14,6 m³ 9,7 m³ / 14,6 m³ 9,7 m³ / 14,6 m³ 

Loading area length (extended / retracted) 3,3 m / 4,2 m 3,3 m / 5,1 m 3,4 m / 5,2 m 3,4 m / 5,2 m 3,6 m / 5,4 m 3,6 m / 5,4 m 3,6 m / 5,4 m

Standard equipment

Binderberger forest crane BK 5300 BK 6700 BK 7000 L BK 7000 L BK 8000 BK 8000 BK 8000 

A-shape support max. 310 cm wide max. 310 cm wide max. 310 cm wide max. 330 cm wide max. 330 cm wide max. 330 cm wide max. 330 cm wide

Tractor hydraulics and mechanical 
joystick control with rotating function on pedestal on pedestal on pedestal on pedestal on pedestal on pedestal on pedestal

Drawbar 
swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

Pedestal on drawbar standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2,5 t ISO40 ø 40 mm 2,5 t Scharmüller K80

Rotator 3 t stub ø 49 mm 3 t stub ø 49 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm

Grapple wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400

Braking system hydr. brake for 4 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels dual-circuit pneum. brake dual-circuit pneum. brake dual-circuit pneum. brake

Tyres 4x tyre  400/60-15,5 4x tyre  400/60-15,5 4x tyre  400/60-15,5 4x tyre 500/50-17 4x tyre 550/45-22,5 4x tyre 550/45-22,5  4x tyre 560/45-22,5

Hydr. telescopic frame 90 cm 90 cm 90 cm 90 cm 90 cm 90 cm 90 cm

Telescopic rear extension 90 cm 90 cm 90 cm 90 cm 90 cm 120 cm 120 cm

Aluminium stakes 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 5 pairs (120 cm) 5 pairs (120 cm) 5 pairs (120 cm)

Base plate above the axle standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment

LED lighting system standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment
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Type RW 8 telematic RW 10 telematic RW 12 telematic RW 14 telematic RW 16 telematic RW 18 telematic RW 21 telematic

Perm. total weight 8 t 10 t 12 t 14 t 16  t 18 t 21 t

Load capacity (without crane) 5,4 t 7,3 t 9,1 t 10,8 t 12.4 t 13,9 t 16,8 t

Empty weight (without crane) 2,6 t 2,7 t 2,9 t 3,2 t 3,6 t 4,1 t 4,2 t

Max. loading area cross section 2,1 m² 2,1 m² 2,4 m² 2,4 m² 2,7 m² 2,7 m² 2,7 m²

Max. load capacity (extended / retracted) 6,9 m³ / 9,8 m³ 6,9 m³ / 10,7 m³ 8,1 m³ / 12,5 m³ 8,1 m³ / 12,5 m³ 9,7 m³ / 14,6 m³ 9,7 m³ / 14,6 m³ 9,7 m³ / 14,6 m³ 

Loading area length (extended / retracted) 3,3 m / 4,2 m 3,3 m / 5,1 m 3,4 m / 5,2 m 3,4 m / 5,2 m 3,6 m / 5,4 m 3,6 m / 5,4 m 3,6 m / 5,4 m

Standard equipment

Binderberger forest crane BK 5300 BK 6700 BK 7000 L BK 7000 L BK 8000 BK 8000 BK 8000 

A-shape support max. 310 cm wide max. 310 cm wide max. 310 cm wide max. 330 cm wide max. 330 cm wide max. 330 cm wide max. 330 cm wide

Tractor hydraulics and mechanical 
joystick control with rotating function on pedestal on pedestal on pedestal on pedestal on pedestal on pedestal on pedestal

Drawbar 
swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 45 to 105 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

swivel drawbar with height 
adjustment every 5 cms 
(from 65 to 120 cms)

Pedestal on drawbar standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment

Drawbar eyelet ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2 t ISO40 ø 40 mm 2,5 t ISO40 ø 40 mm 2,5 t Scharmüller K80

Rotator 3 t stub ø 49 mm 3 t stub ø 49 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm 4,5 t stub ø 59 mm

Grapple wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400 wood grapple 1400

Braking system hydr. brake for 4 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels hydr. brake for 4 wheels dual-circuit pneum. brake dual-circuit pneum. brake dual-circuit pneum. brake

Tyres 4x tyre  400/60-15,5 4x tyre  400/60-15,5 4x tyre  400/60-15,5 4x tyre 500/50-17 4x tyre 550/45-22,5 4x tyre 550/45-22,5  4x tyre 560/45-22,5

Hydr. telescopic frame 90 cm 90 cm 90 cm 90 cm 90 cm 90 cm 90 cm

Telescopic rear extension 90 cm 90 cm 90 cm 90 cm 90 cm 120 cm 120 cm

Aluminium stakes 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 4 pairs (120 cm) 5 pairs (120 cm) 5 pairs (120 cm) 5 pairs (120 cm)

Base plate above the axle standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment

LED lighting system standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment standard equipment

MORE AGILITY FOR THINNING WORK 
AND IN NARROW ALLEYS

TELESCOPIC 
CHASSIS

UNIVERSAL DRAWBAR 
WITH STEPLESS COUPLING
HEIGHT ADJUSTMENT

MORE PROTECTION FOR 
HYDRAULIC PUMP AND PIPEWORK
BY STABLE HOUSING 

 
HYDRAULIC PUMP AND 
STEPLESS HEIGHT ADJUSTMENT 
MORE PROTECTION 
FOR THE DRIVE SHAFT 

MORE DEFLECTION RANGE THAN ALL 
COMMERCIALLY AVAILABLE TIMBER TRAILERS

STRONG. ROBUST. DURABLE.
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                   Type: RW 14 pro RW 16 pro RW 18 pro RW 21 pro
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Wood chopper  

100 to 350 PS / up to 800 mm trunk diameter
Equipped with a quick-change system, Heizomat 
wood choppers are available from 100 hp until 
industrial machines with up to 350 hp drive power 
and capacities up to 800 mm trunk diameter.
 
 Splitting gri pper  

Opening width 700 / 900 mm 
Splitting force up to 22 t 
Depending on model, the removable gripper,
with an opening width of 70 or 90 cm, 
splits logs up to 120 cm diameter. 
 

Wheel drive  
0 or 1 or 2 driven axles (hydraulic drive,
proportional joystick control installed
on the tractor)
The optional wheel drive offers secure and soil-
conserving movement. 
 

Chassis   
25, 40 or 50 km/h 
Technical conformity, official approval and
authorization are optionally available. 
 

Crane  
PENZ (up to 9,5 m outreach), 
Binderberger PENZ, Binderberger
Select your loading crane from Binderberger’s 
own product range or from professional crane 
manufacturer PENZ CRANE. 
A wide range of rotators and grapples offers the 
perfect work tool for any activity.

40



                   Type: RW 14 pro RW 16 pro RW 18 pro RW 21 pro

... more than a timber trailer!
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THREE-WAY TIPPER

Type Three-way tipper Transport platform               Round bale platform

Length (cm) 440 400              500

Width (cm) 254 250

Height (cm) 50 (100 / 150) 32

42



TRANSPORT PLATFORM ROUND BALE PLATFORM

Type Three-way tipper Transport platform               Round bale platform

Length (cm) 440 400              500

Width (cm) 254 250

Height (cm) 50 (100 / 150) 32
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Type BK 5300 BK 6700 BK 7000 L BK 7000 S BK 8000 Penz 8000 L Penz 9500 L Penz 6 Z Penz 9 Z Mesera 8300 Mesera 10 000 Penz 4 Z Penz 6 Z

Swivel cylinders 4 4 4 4 4 4 4 2 4 4 2

Swivel torque 10 kNm 12 kNm 22 kNm 22 kNm 22 kNm 22 kNm 22 kNm 14,3 kNm 21,2 kNm 22 kNm 22 kNm

Max. outreach 5,3 m 6,7 m 7 m 7 m 8 m 8 m 9,5 m 8,6 m 9,5 m 8,3 m 10 m

Extension - single single single single single double telescopic double telescopic double telescopic double telescopic double telescopic

Empty weight 620 kg 750 kg 1.200 kg 1.200 kg 1.280 kg 1.400 kg 1.450 kg 990 kg 1.745 kg 1.370 kg 1.480 kg

Pump circulation 30 - 45 l/min 30 - 45 l/min 40 - 60 l/min 40 - 60 l/min 40 - 60 l 60 - 100 l 60 - 100 l 40 - 60 l/min 60 - 100 l/min 60 - 100 l 60 - 100 l/min

Oil pressure 190 bar 175 bar 190 bar 210 bar 210 bar 220 bar 220 bar 205 bar 270 bar 230 bar 230 bar

Swivel range 360 ° 360 ° 380 ° 380 ° 380 ° 380 ° 380 ° 410 ° 420 ° 380 ° 380 °

Net lifting capacity 30 kNm 40 kNm 57 kNm 60 kNm 57 kNm 73 kNm 73 kNm 52 kNm 78  kNm 73 kNm 70 kNm
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. . .wi th  unr iva l led charac ter is t ics

Type BK 5300 BK 6700 BK 7000 L BK 7000 S BK 8000 Penz 8000 L Penz 9500 L Penz 6 Z Penz 9 Z Mesera 8300 Mesera 10 000 Penz 4 Z Penz 6 Z

Swivel cylinders 4 4 4 4 4 4 4 2 4 4 2

Swivel torque 10 kNm 12 kNm 22 kNm 22 kNm 22 kNm 22 kNm 22 kNm 14,3 kNm 21,2 kNm 22 kNm 22 kNm

Max. outreach 5,3 m 6,7 m 7 m 7 m 8 m 8 m 9,5 m 8,6 m 9,5 m 8,3 m 10 m

Extension - single single single single single double telescopic double telescopic double telescopic double telescopic double telescopic

Empty weight 620 kg 750 kg 1.200 kg 1.200 kg 1.280 kg 1.400 kg 1.450 kg 990 kg 1.745 kg 1.370 kg 1.480 kg

Pump circulation 30 - 45 l/min 30 - 45 l/min 40 - 60 l/min 40 - 60 l/min 40 - 60 l 60 - 100 l 60 - 100 l 40 - 60 l/min 60 - 100 l/min 60 - 100 l 60 - 100 l/min

Oil pressure 190 bar 175 bar 190 bar 210 bar 210 bar 220 bar 220 bar 205 bar 270 bar 230 bar 230 bar

Swivel range 360 ° 360 ° 380 ° 380 ° 380 ° 380 ° 380 ° 410 ° 420 ° 380 ° 380 °

Net lifting capacity 30 kNm 40 kNm 57 kNm 60 kNm 57 kNm 73 kNm 73 kNm 52 kNm 78  kNm 73 kNm 70 kNm

from left to right: PENZ 6Z, PENZ 7Z,  BP 9500 SL, BP 8000, BP 8000 S
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Type GZ 1200 GZ 1400 GZ 1600 GZ 1800 

Empty weight 142 kg 169 kg 177 kg 236 kg

Max. opening width A 1.212 mm 1.419 mm 1.578 mm 1.800 mm

Min. diameter B 68 mm 68 mm 130 mm 130 mm

Width D 383 mm 412 mm 412 mm 500 mm

Max. working pressure 200 bar 200 bar 200 bar 220 bar

Type SG 125 l SG 150 l SG 175 l SG 200 l

Empty weight 140 kg 150 kg 160 kg 190 kg

Max. opening width A 1.200 mm 1.200 mm 1.200 mm 1.200 mm

Width D 430 mm 530 mm 630 mm 730 mm

Max. working pressure 200 bar 200 bar 200 bar 200 bar

Capacity 125 l 150 l 175 l 200 l

Type RG 1450

Empty weight 215 kg

Max. opening width A 1.425 mm

Min. diameter B 40 mm

Width D 404 mm

Max. working pressure 200 bar

Grapple fingers 4

Type Dung grapple 800

Empty weight 165 kg

Max. opening width A 1.300 mm

Width D 800 mm

Oil circulation 40 l/min

Max.working pressure 200 bar

Grapple fingers 12 

A

B D
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SHELL GRAPPLE ROUND BALE
GRAPPLE EXTENSION

QUICK CHANGE SYSTEM

Type Quick change system pro

Empty weight 24 kg

Max. payload 10 t

Mounting height 100 mm

Type Round bale grapple ext.

Empty weight incl. 
wood grapple GZ 1600 205 kg

Max. opening width A 1.400 mm

Width D 700 mm

Max. working pressure 200 bar  the set includes:
1x adapter plate above (rotator side)
2x lower adapter plate (tool side)
2x quick coupling set
1x tool for coupling

•  Grapple exchange within mere minutes
•  Firm and playless connection
•  Unlimited grapple movement
•  Low weight
•  Just exchange 2 hydraulic quick locks
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compact. flexible.           

Type Woodcracker L540 eco Woodcracker L700 Woodcracker L920

Empty weight 195 kg 285 kg 370 kg

Max. opening width 54 cm 70 cm 90 cm

Splitting force (depends on 
operating pressure)

up to 14 t up to 22 t up to 22 t

L540 eco incl. adapter (standard), 
with piping set and coupling
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CUTTING &      LOADING
FAST         AND SIMPLE
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Type FG 230 for excavator FG 300 for excavator

Empty weight 230 kg 300 kg

Max. ø hard wood 20 cm 25 cm

Max. ø soft wood 25 cm 30 cm

Max. working press. 240 bar 240 bar

Oil circulation 40 - 70 l/min 40 - 70 l/min

Grapple opening 82 cm 82 cm

CUTTING &      LOADING
FAST         AND SIMPLE
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Type RZ 1200 light RZ 1400 light RZ 1600 light RZ 1600

Empty weight 240 kg 260 kg 320 kg 400 kg

Max. opening width 120 cm 140 cm 170 cm 170 cm

Max. diameter 10 cm 10 cm 8 cm 8 cm

Rotator 4,5 t  4,5 t 4,5 t  5,5 t

Attachment 3-point adapter & 
Euro adapter

3-point adapter & 
Euro adapter

3-point adapter & 
Euro adapter

3-point adapter

Shield extension - - - mechanic

Equipment for RZ 1200 light 

Grapple GZ 1200 ●

Mechanic cardan joint (return spring) ●

Electric control block (per function) ○

RC winch for grapple tong with 35 m cable (6 mm, highly compacted)  ○

Discount for mechanic cardan joint  ○

Equipment for RZ 1400 light  

Grapple GZ 1400  ●

Endless rotator 4,5 t flange including pendulum brake ●

Electric control block (per function) ○

RC winch for grapple tong with 35 m cable (6 mm, highly compacted)   ○

Equipment for RZ 1600 light  

Grapple GZ 1600 ●

Endless rotator 4,5 t flange including pendulum brake ●

Electric control block (per function) ○

RC winch for grapple tong with 35 m cable (6 mm, highly compacted)  ○

Equipment for RZ 1600  

Grapple GZ 1600 ●

Endless rotator 4,5 t flange including pendulum brake ●

Mechanic extension  ●

Hydraulic extension 50 cm   ○

Adapter for Euro adapter ○

Enlarged shield 2 x 30 cm ○

Electric control block (per function) ○

RC winch for grapple tong with 35 m cable (6 mm, highly compacted) ○

  option       standard     -  not available
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Optional forklift / farm truck / 
tractor adapters available 

For front loader, Euro and
3-point adapters

RZ 1400 light
endless rotator

RZ 1200 light
mechanic cardan joint

RZ 1600
with RC winch

RZ 1600 Light
with RC winch
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support feet 
for easy attachment to tractor

adapter trestle for cat. I & II

durable wood bearings

reversing gearbox

hydraulic
swivel support

EXTRAORDINARY
ROBUSTNESS

by optimized adapter trestle
and 45° upwards position 
of the mixer‘s outer pipe

HUGE RANGE OF STANDARD EQUIPMENT! 

PROTECTED by
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Type T403 T503 T603

Empty weight 328 kg 345 kg 370 kg

Mixer length 4 m 5 m 6 m

Equipment

4-blades propeller, dented, Ø 56 cm ● ● ● 

4-blades propeller, dented, Ø 50 cm ○ ○ ○ 

3-point trestle with mechanic adjustment ●  ● ●  

Hydraulic swivel support, double-acting cylinders ○ ○ ○ 

Hydraulic swivel support, single-acting cylinders with venting ○ ○ ○ 

Cutting ring   ○ ○ ○ 

Cable winch for swivel support ○ ○ ○ 

Chassis ○ ○ ○ 

Reversing gearbox ○ ○ ○ 

Walterscheid drive shaft 101 cm BG4 ○ ○ ○ 

Walterscheid wide angle drive shaft 101 cm BG4 ○ ○ ○ 

  option       standard     -  not available

lock for
swivel mechanism

hydraulic swivel support

3-point trestle with mechanic adjustment

4-part propeller, toothed
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